BASIN MIXER
BASIC @ SPECIFICATIONS

TIEU CHUAN KY THUAT VOI CHAU NONG LANH

Item number: BW-609V
M3& san phdm

Features
(%4 -
Dac diem
® FElegant and modern design
Thiét k€ hién dai va tinh té

® Niken and Chrome multi layer coated copper, with
24h ASS Pass and high corrossion resistance
Déng ma da I6p Niken & Chrome, dat tiéu chudn
) 24h ASS, chéng &n mon cao.

® Air Power technology, quiet flow and water saving

Cbéng nghé Air Power, khéng gy 6n, tiét kiém nudc

® TCVN 11715: 2015 Standard qualified

v§n Chét Iugng dat tiéu chudn TCVN 11715:2015
S pecifications
- 2 ~ PN
Tiéu chuan ky thuat
100mm
Minimum pressure/ Flow pressure/Ap luc déng
Ap luc t8i thiéu 0.05 (Mpa)
Maximum pressure/ Static pressure/Ap luc tinh
Ap luc téi da: 0.1 (Mpa)
! Recommended pressure/ 0.1 ~ 0.5 (Mpa)
Ap luc khuyén nghij
c Woring Temperature/ 4 - 90°C
E : Nhiét dé cap nudc:
©° i 130mm
f Material/ Niken & Chrome plated brass/
| - Vat liéu: Pdng ma Niken & Chrome
§ Color/Mau s&c: Chrome/Chrome
% Parts description
| A
47.8mm Danh muc phu kién
Mixer body/Than voi BW-609V-B
Ceramic cartridge/Van 16i st BW-609V-V
Single lever/Tay gat don BW-609V-TN
Hot -cold water inlet tubes/ DCN-400

D&y cép nudc néng - lanh
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