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Two-piece Toilet



/ SAFETY PRECAUTIONS

/ REQUIRED TOOLS 

/ RECOMMENDED WATER PRESSURE 

0,05 Mpa - 0,75 Mpa

/ Tape measure

/ Drill

Tua vít / Screwdriver

CAUTIONENCHÚ Ý

Mandatory Strictly follow the instructions to ensure 
safety and prevent damage.

accessories.

This manual is essential for the 
installation and use of the Viglacera 
one-piece toilet. Please read carefully 
before use.

Prohibited

Do not apply strong force or impact to the 
toilet to avoid damage or water leakage.

Do not overtighten the water supply hose. 
Keep cigarettes, knives, or sharp objects 
away from the hose to prevent damage.

During maintenance, do not disconnect 
the water supply hose while the water 
valve is open.
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/ Nivo ruler

 /White cement

White cement

/ Teflon tape

/ Highlighter

/ Adjustable wrench/ Pipe wrench



/ ACCESSORIES INCLUDED

Images are for illustration purposes only. 
For detailed information, please scan the 
QR code attached to each product.

 Flush button
 Tank & Tank lid

 Ceramic body

 Toilet seat

 Flexible hose

Installation & User manual
Fill valve

Flush valve

Tank gasket
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/ TANK ACCESSORIES



1
/ Ensure the distance between the center of the waste outlet and the wall is 305 ± 5 mm.

/ Cut the end of the waste pipe 8–10 mm higher than the floor level.

/ Place the toilet in position aligned with the waste pipe and mark 
around the base with a marker.

/ Clean the floor surface thoroughly before installation.

2

/ Mix white cement with clean water to achieve 
proper consistency.

/ Apply white cement around the plastic waste 
pipe, 25–28 mm thick and 25–30 mm wide.

3

/ Place the toilet onto the waste pipe, aligning it 
with the marked points.

4
/ Use a Nivo ruler (spirit level) to check and adjust the level of the toilet.

contact between the cement around the waste pipe and the toilet base.

/ INSTALLATION STEPS
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/White cement
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 Note:

7

/ Place the rubber gasket onto the flush valve outlet.

5 6

/ White cement and 
silicone sealant are not included with the product.

/ Do not use black cement for toilet installation

/ Connect the flexible hose to the toilet and the 
angle valve.

/ Apply white cement around the base of the toilet.

/ Install the tank onto the toilet bowl and tighten 

/ Turn on the water supply and check the operation of the tank 

/ Adjust the inlet float to match the water pressure.

/ Flush 2–3 times to remove any remaining debris in the 
waste pipe.

          / Tank gasket
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PRECAUTIONS FOR USE

• Do not flush paper cores, excessive toilet 
paper, or foreign objects into the toilet to 
avoid blockage.

• Do not flush when the water tank is not full, 
as flushing performance may be reduced.

• Do not stand on the toilet seat cover, as 
this may cause damage to the toilet or 
personal injury.

• Do not pour cleaning agents into the water 
tank, as this may damage internal 
components.

• Close the water supply valve if the toilet 
will not be used for an extended period.

• After installation, check the water level in 

properly to ensure correct operation. 
Please contact Viglacera Warranty & 
Customer Care Center for further 
assistance if needed.

PRODUCT CLEANING

• Step 1: Apply the cleaning agent directly 
onto the stained area.

• Step 2: Use a soft brush or soft sponge to 
gently scrub the stain.

• Step 3: Rinse thoroughly with clean water 
to remove any remaining detergent.

• Step 4: Wipe the product dry using a
soft cloth.

ENVI

ENVI

Toilet Cleaning Procedure
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Alkaline

Neutral Acidic

Detergents for famillies

Soft brushes

Industrial detergents

Abrasive brushes

•

•

•

 

• Use soft brushes, soft cloths, or soft 
sponges for cleaning. Do not use tools 
that may scratch the surface, such as 
metal brushes, nylon brushes with 
polishing agents, sandpaper, or 
abrasive cloths.

• Use neutral detergents or common 
household cleaners with mild acidic or 
alkaline properties. Do not use industrial 
detergents with strong alkaline or 

cleaners containing abrasive particles, 
as they may scratch or corrode the 
product surface.

• Do not pour strong alkaline or acidic 
drain cleaners into the toilet, as this 
may cause cracking or damage to the 
ceramic body.

ENVI

Cleaning Tools & Detergents

PRODUCT CLEANING



VIGLACERA SANITARY WARE COMPANY LIMITED
1st Floor, Viglacera Tower, No.1 Thang Long Avenue, Dai Mo Ward, Hanoi, Vietnamviglacera.vn

 1800 58 58 05Ceramic body: 10 years

WARRANTY  CALL CENTERWARRANTY PERIOD

Accessories: 01 year


