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CHU Y AN TOAN/ SAFETY PRECAUTIONS

/A CHUY EN) /N CAUTION
Khi vé sinh b loc, hdy ddm bdo dé tét When cleaning the filter, make sure the
van ngat nugc hodc van cua hé thong water shut-off valve or main supply valve
Bét busc | dudng bng trudc khindiléng nap. Mandatory

is turned off before loosening the cap.

O

Cém

Khéng thao g& hay slra chira sén phdm
bang bdt cf cach ndo khdc ngodi nhitng

cdch dugc md td trong sé hudng ddn nay.

Khong dé san phdm chiu luc 18n hay tdc
doéng manh.

Khéng str dung san phdm & nhitng nci cé
nhiét d6 qud thdp va cé hién tudng
déng bdng.

O

Prohibited

Do not disassemble or repair the product
in any way other than as described in this
instruction manual.

Do not subject the product to excessive
force or strong impact.

Do not use the product in environments
with extremely low temperatures where
freezing may occur.

DUNG CU CAN THIET/ REQUIRED TOOLS

0)

Thudc do / Tape measure

M I&t / Adjustable wrench

Cudn badng tan / PTFE tape

Tua vit / Screwdriver
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BAN VE LAP DAT/ INSTALLATION DRAWING

(EN)

Hinh &anh chi mang tinh chét minh hoa. Images are for illustration purposes only.
Dé& kiém tra théng tin chi tiét, vui long For detailed information, please scan the
quét mé QR ddn trén tirng sén phdm. QR code attached to each product.

Bé mdt 1dp ddat
/ Installation surface
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CAC BUGC LAP PAT/ INSTALLATION STEPS

1.Ldp dat voi lén bé mét ¢ dinh (bé mat chdu rira hodic ban da).
/ Install the faucet onto a fixed surface (basin surface or stone countertop).

Ldp gioding det. Pua than voi vao vi tri cdn 1ép ddt.
/ Install flat gasket. / Position the faucet body into the
installation hole.

Giodng det /

L
Flat gasket S h
\

Van dai 6¢ nhua vao chén ren G1/2. Ldp déay cdp nudc vao chén ren G1/2.
/ Tighten the plastic nut. / Install flexible hose into G1/2.

—_

ﬁu T \Q:é?/
7“
Pai ¢ nhua / C )
Plastic nut
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2.Ldp voi véi hé théng cédp nudc.
/ Connect the faucet to the water supply system.

Lam sach dudng éng cép nudc
M4 van cdp nudc dé xd sach cdn bdn,
cat hodic di vat con lai trong dudng dng
trudc khildp dat.
/ Flush and clean the water supply pipes
Open the supply valves to flush out debris,
ensure no sand or foreign particles remain.

Két néi day cap nudc

N6i day cdp nudc vao ddu chd.
/ Install the flexible hoses
Connect the flexible hoses to the water outlets.

Siét chgt cac dau noi
Siét chdt cdc dduren G1/2 bdng mé Iét.
Khéng siét qud luc dé tranh hdng ren hodc
bién dang giodng.

/ Tighten the connections
Tighten the G1/2 fittings securely using an
adjustable wrench. Do not overtighten to
avoid thread damage.

Kiém tra sau khi ldp ddt

M& van cdp nudc tir tif va kiém
tra todn bé cdc vi tri két noi.
Pdam bdo khdng c6 hién tugng
ro ri nuéc.

/ Turn on water and check for leakage
Slowly open the supply valves.
Check all connections for leakage.

Siét chat
/ Tighten
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HUGNG DAN SUDUNG/ USER MANUAL

Diéu chinh luu lugng nudc.
/ Adjust water flow.

Xoay 360°/

/Rotate 360°

PIEU KIEN SUDUNG/ OPERATING CONDITIONS

Ap luc nudc/
Water pressure:
P=0.5-5bar

0.5

LUU Y KHI SUDUNG/ NOTES

Khéng xoay tay gat dét ngét hodc qud manh./ Do not operate the handle abruptly or apply
excessive force.

Trong trudng hdp dp luc nudc khéng 8n dinh, nén Idp van diéu dp pht hdp./ If water pressure
is unstable, install a suitable pressure reducing valve.

Khong dé san phdm tiép xuc truc tiép vdi xi mang, vita hodic héa chét xay dung trong qua

trinh Idp ddt./ Do not allow the product to come into contact with cement, mortar, or
construction chemicals during installation.
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HUGNG DAN VE SINH

San phdm sen voi va cdc san phdm ma thudng
xuyén tiép xdc véi nudc, x4 phong va méi trudng
dm uét nén dé bdm cdn, 6 vang va xin mau. Néu
khéng vé sinh ding cdch, I8p ma cé thé bi tray xudc
va dn mon.

CLEANING INSTRUCTIONS

Shower fixtures and other plated products are
frequently exposed to water, soap and humid
environments, which may cause scale buildup,
yellowing and surface dullness. Improper cleaning
may scratch or corrode the plating layer.

Luuy Notes
+  Khéng tdc déng luc manh [én san phdm. « Do not subject the product to excessive force or
* Khéa van cdp nudc khi khéng sir dung trong thsi strong impact.

gian dai e Turn off the water shut-off valve when the product is

not in use for an extended period.
Cdch vé sinh Cleaning Instructions

Clean the product daily or after use

Use a neutral detergent (oH 5.5-7). Do not use
cleaning agents with strong acidity or alkalinity, or
those containing chlorine, sodium hypochlorite, or
abrasive particles.

Wipe with a soft cloth or sponge. Do not use steel
brushes, sandpaper, or coarse nylon pads.

« Vésinh hdng ngdy hodc sau khi sir dung. .

e  Sidung chdt tdy ria trung tinh (pH 5.5-7). .
Khéng diing cdc chét tdy rifa cé tinh axit/bazo
manh; chtta clo, natri hypochlorite hodc hat mai.

« Laubdng kh&n, mit mém. Khong dung ban chai .
sdt, gidy nhdm, vdi nylon tho.

Chdt tdy rira axit/bazs manh /
Strong acidic/alkaline cleaners

Chdt tdy trung tinh /
Neutral detergent

v X v X

Ban chai sét, gidy nhdm, véi nylon /
Steel brush, sandpaper, coarse nylon pad

Khén mém, mat mém /
Soft cloth or sponge

XU LY SU CO/ TROUBLESHOOTING

-

NGUYEN NHAN/ CAUSE

CACH KHAC PHUC/ SOLUTION

Luu lugng nudc ra yéu.

Van cép chua mé hét.
/ Supply valve not fully open.

Mé hét van cdp.
/ Fully open the supply valve.

/ Low water flow.

Miéng voi bi bdn.
/ Aerator clogged.

Thdo miéng voi va vé sinh sach.
/ Remove and clean the aerator.

Dai 8¢ vi tri k&t ndi bi 1dng.
/ Loose connecting nut.

Siét chat lai dai 6¢.
/ Tighten the nut securely.

RO ri tai than voi hodc vi tri
két noi.
/ Leakage at faucet body or

Loi van bi nut.
/ Damaged cartridge.

Thay 16i van néu can.
/ Replace the cartridge if necessary.

connections

-

Thiéu hodc hdng giodng kin nudc tai
cdc vi tri két néi.

/ Missing or damaged sealing gasket
at connections.

B& sung hodc thay giodng kin nudc.
/ Install or raplace sealing gaskets.




VIGLACERA

THOI GIAN BAO HANH TONG DAl BAO HANH
WARRANTY PERIOD WARRANTY CALL CENTER

Phan than voi: 03 ndm/ Faucet body: 03 years

Phan phu kién: 01 n&im/ Accessories: 01 year 1800 58 58 05

CONG TY TNHH MOT THANH VIEN THIET B] VE SINH VIGLACERA
Tang 1, Toa nha Viglacera, s6 1Dai 16 Thang Long, Phudng Pai Mé, TP. Ha Noi, Viét Nam

VIGLACERA SANITARY WARE COMPANY LIMITED

viglacera.vn I Floor, Viglacera Tower, No.1 Thang Long Avenue, Dai Mo Ward, Hanoi, Vietnam
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