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VIGLACERA

HUGNG DAN LAP PAT s

INSTALLATION MANUAL

CHU Y AN TOAN/ SAFETY PRECAUTIONS

" N A
/A CHUY EN) /N\ CAUTION
Hudng dén nay rdt quan trong cho viéc This manual is essential for the installation
I&p d&t var st dung bon tiéu Viglacera. Vui and use of the Viglacera urinal. Please
long doc ky trudc khi st dung sén pham. read carefully before use.
0 Tudn thi tuyét déi sdch hudng déan dé 0 Strictly follow the instructions to ensure
Bdt buéc | ddm bdo an toan va trdnh géy héng héc. Mandatory | safety and prevent damage.
St dung cdc phu kién di kém hodc dugc Use only the supplied or specified
chi dinh. accessories.
Khéng tac déng luc manh hodc va dap Do not apply strong force or impact to
vao bén tiéu gy hong héc hodic ro ri the urinal to avoid damage or water
nudc. leakage.
® Khéng vdn day cdp nudc qud manh, ® Do not overtighten the water supply hose.
- khéng dé tan thudc 14, vat sdc nhon - Keep cigarettes, knives, or sharp objects
Cam cham vao ddy cdp nudce gay hdng héc. Prohibited | 40/ from the hose to prevent damage.
Khi sita chita. khdna thdo & v 5 During maintenance, do not disconnect
kh'l sua el uairc's cg\g qg Ong cap nudc the water supply hose while the water
i van cap nudc dang ma. valve is open.
& J o J

DUNG CU CAN THIET/ REQUIRED TOOLS

AED

Keo silicon / Silicone sealant

—=

Tua vit / Screwdriver

0)

Hodc/Or

Xi méing tréng /White cement

But danh déu / Marker pen

Mdy khoan / Drill

Thudc Nivo / Nivo ruler
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INSTALLATION MANUAL

BAN VE LAP DAT/ INSTALLATION DRAWING

&
Hinh &nh chi mang tinh chéat minh hoa Images are for illustration purposes only.
bé kiém tra thong tin chi tiét, vui long For detailed information, please scan the
quet ma QR dan trén ting san pham. QR code attached to each product.
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Phu kién tuong thich/ Compatible accessories
VG845 | VG841| VG845.1| VG842
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VIGLACERA HUGNG DAN LAP DAT o

INSTALLATION MANUAL

CAC BUGC LAP DAT/ INSTALLATION STEPS

Khoan 16 bét vit. Ldp cd dinh gid treo
/ Drill screw holes. / Install the hangers.

Dau ra ren trong M21/

//9\ M21 internal thread output
e
L
1‘ x < ’,
Lo bat vit/
*4e__Screw holes
¥
e ,\5‘6
§ Ld thoat thai @60/
e Outlet hole @60
1 .
® L& bat vit /
s Screw holes
r
A
+ ey ,\\Q
s Vs
~
o /
! /

Ldp vit bat chan tiéu vao tudng. Ldp dét gioding cao su.
/ Install screws to fix the urinal bracket to / Install rubber gasket.
the wall.
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Siét chdt vit bat chan tiéu.

Dat tidu lén gid treo, ddy ép sat vao tudng dé
/ Tighten the screws securing the urinal.

tém 16 thai khdp véi tam ng chd.

/ Place the urinal on the hanger and push it close
to the wall to ensure the center of the outlet hole

aligns with the center of the drain pipe. ﬁ

Tiéu dat chac chan
trén gia treo /

The urinal is fixed
on the hangers

Jo

8
Sir dung silicon trét xung quanh vién dp tusng. Ldp ddt van xd (theo hudng ddn 14t déit kem
/ Use silicone to seal around the edges of the wall theo).
molding. / Install the flush valve (according to the

attached installation instructions).

Silicone

=
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VIGLACERA

HUGNG DAN SUDUNG s
USER MANUAL

&)

/N CHU Y KHI SUDUNG

e Khoéng tdc dong luc manh hodc treo,
ddt vat ndng 1én than tiéu hodc phu
kién (van xa, éng cap nudc).

e Khdéng x& gifly vé sinh, tan thuéc
hodc vat cliing khdc vao bon tiéu.

e Podng van cdap nudc khi khéng sur
dung trong thdi gian dai.

e Sau khi 1dp dd&t, nén kiém tra hoat
ddéng cla van x4, dédm bdo luu lugng
nudc va thai gian xa& phu hgp.

* Vuilong lién hé Trung tdm Bdo hanh
& Cham soc khdach hang Viglacera
khi can hudng dan chi tiét hodc x{ ly
su cé.

VE SINH SAN PHAM

Dung cu vé sinh & chdt tdy rlra

e Nén s dung ban chdi mém,
kh&n/mut mém dé lam sach. Khéng
st dung cdc dung cu cé thé gay tray
xudc bé mdat nhu ban chai kim loai,
bén chdi nylon cé chira hat mai, gidy
nhdm hodc vai cling.
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PRECAUTIONS FOR USE

Do not apply excessive force or hang
heavy objects onto the urinal body or
accessories (flush valve, water supply

pipe).

Do not dispose of toilet paper, cigarette
butts, or other solid objects into the
urinal.

Turn off the water supply valve when
the product is not used for an extended
period.

After installation, check the operation
of the flush valve to ensure proper
water flow and flushing duration.

Please contact Viglacera Warranty &
Customer Call Center for detailed
guidance or troubleshooting assistance
if needed.

EN)

PRODUCT CLEANING

Cleaning Tools & Detergents

Use a soft brush, cloth, or sponge for
cleaning. Do not use metal brushes,
abrasive nylon pads, sandpaper, or
hard materials that may scratch the
surface.
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Nén s dung chat tdy rira trung tinh (pH
5.5-7) hodc chat tdy rlra gia dung.
Khéng st dung chét tdy rira céng nghiép
c6 tinh axit hodc kiém manh (pH = 11
hodc pH < 2) hodc dung dich c6 chira hat
mai vi cé thé gay xudc va &n mon bé mdt
men.

Khéng dé héa chét tdy rifa luu lai trén bé
mdt sén phdm qud lau. Sau khi vé sinh
can x& nudc va lau khé.

Khéng dé dung dich thédng céng cé tinh
axit hodc kiém manh vao dudng thodt
thdi vi c6 thé gay hu hdng sén phdm va
hé théng éng.

Kh&n mém, mat mém /
Soft cloth or sponge

v X

7.

Ban chai sdt, gidly nhdm, vai nylon /

Cdc budc vé sinh

Budc 1: X& nudc trudce khi vé sinh dé lam
uSt bé mat.

Budc 2: Thoa truc tiép chat tdy rlra 1én
khu vuc cén lam sach.

Budc 3: Dung ban chdi mém hodc mut
mém chd nhe.

Budc 4: X& nudc dé logi bd hodn todn
chdt tdy rla.

Budc 5: Lau khd bé mdat bdng khdn mém
dé trédnh dong nudc va 6 vang.

Steel brush, sandpaper, coarse nylon pad

Use neutral detergents (pH 5.5-7) or
mild household cleaners. Do not use
industrial cleaners with strong acidity
or alkalinity (pH = 11 or pH < 2) or
abrasive objects, as they may damage
the glazed surface.

Do not leave cleaning agents on the
product surface for an extended
period. Rinse thoroughly and wipe dry
after cleaning.

Do not pour strong acidic or alkaline drain
cleaners into the drainage system, as
they may damage the product and piping
system.

Chdt tdy rita axit/bazs manh /
Strong acidic/alkaline cleaners

Chét tdy trung tinh /
Neutral detergent

v X

Cleaning Procedure

Step 1: Flush the urinal to wet the surface
before cleaning.

Step 2: Apply the cleaning agent directly
to the area to be cleaned.

Step 3: Gently scrub with a soft brush or
sponge.

Step 4: Flush with clean water to remove
all cleaning residues.

Step 5: Wipe dry with a soft cloth to
prevent water stains and discoloration.
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VIGLACERA

THO! GIAN BAO HANH TONG DAI BAO HANH
WARRANTY PERIOD WARRANTY CALL CENTER

Phan st: 10 ndm/ Ceramic body: 10 years

Phan phu kién: 01 n&im/ Accessories: 01 year 1800 58 58 05

CONG TY TNHH MOT THANH VIEN THIET B| VE SINH VIGLACERA
Tang 1, Toa nha Viglacera, s6 1Dai 16 Thang Long, Phudng Pai M6, TP. Ha Noi, Viét Nam

VIGLACERA SANITARY WARE COMPANY LIMITED

viglacera.vn 1t Floor, Viglacera Tower, No.1 Thang Long Avenue, Dai Mo Ward, Hanoi, Vietnam




